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MINING^NOTES.

The mainshaft at the EuroG.M.has
been commenced, the dimensions being
12ft x 4ffcin the clear, with

three com

partments. The shaft is to be timbered

withoregon. A double tram

road with
three-inch rails is to be laid,

on whichskips capable of carrying

one ton are to be used. The deepest
shaft on the Euro is 125ft, and the

reef shows splendid gold. At
the 50ft

level 500ft of driving have been done,
and the gold shows freely at either

end, north and south. The water
shaft is down 180ft, at whichdepth a
small quantity of waterhas been met
with.The manager(M r. G.T. Jones)
intends to crosscut at 200ft, when

it

is expected a good supply will,be
found. The machineryfor the

mine,
and timber for the

mainshaft, are
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Perhaps a record in the

way of
sinking and driving in a minehas
been accomplished by Messrs.Alex.
Corsarand M.O'Mallev

in the Paris
ExhibitionMainLode G.M.

In tenweeks,

out of whichsome
little time

was
lost, they sunk 50ft and drove

125ft, being an average of 17Jft per

week. Stone valued at half-an-ounce
per ton is the best they have found- so

far, but it has been decided to temporarily

abandon work on the lease,

which,as yet, is free from the labor

conditions.

The cyanide plant at the Lancefield
G.M.

is now almost complete, and it

is intended to have it in operation
next week. This willbe a great acquisition

to the

mine,
the

management
of which

intend adding another 10
head of stamps to their battery at no


